2A14 Aluminum Sheet
SEO #R/8; Professional Manufacturer 2A11 Aluminum plain sheet
48] : 2A14 aluminum sheet for sales , 2A14 aluminum sheet, aluminum sheet factory
#iR: 2A14 aluminum plate sheet belongs to aluminum alloy, so the high strength, good heat
resistance, good machinability, resistivity, spot and seam welding.

China aluminum sheet - aluminum sheet manufacturer 2A14 Alloy

2A14 aluminum sheet is a metal material used in occasions requiring high strength and hardness
(including high temperature). The 2A14 series aluminum sheet is characterized by high hardness,
among which the copper content is the highest, about 3-5%. With the development of my
country's aerospace industry, the production technology of 2A14 series aluminum sheets will be
further improved.

Strength of Mingtai Aluminum Production 2A14Aluminum Sheet

Specific price analysis of 2A14 aluminum plate

2A14 aluminum sheet plate price = SMM + Fabrication cost

2A14 aluminum sheet plate Manufacturer—Mingtai Aluminum

Henan Mingtai Aluminum, with strong strength, has a lot of practical experience and strong
technical R&D team, can provide users with free and reasonable customized solutions, choose
high-quality and cost-effective aluminum products, so that you can use it more at ease in the
future. If you want to get more aluminum sheet product details and preferential quotations, you
can click on the online consultation. We have dedicated technicians to answer you in detail.

Technical Parameter of Mingtai 2A14 Aluminum Sheet

Alloy 2A14

Temper F,T4,T6,T351,0

Thickness (mm) 0.3-600

Width (mm) 500-2650

Length (mm) 500-16000

Countries we have exported our products to:

Aluminium 2A14 Sheet Exporters:

Mexico Canada Venezuela United Kingdom | Australia
Saudi Arabia Oman Kuwait Netherlands Saudi Arabia
France Italy South Korea Poland Belgium

Packing and Transportation

1) Standard seaworthy export packaging. Wooden pallets with plastics protection for the coil and
sheet.

2) The packaging can be eye to sky or eye to wall based on the customer's requirement

3) 16-20 MT can be located into 20FCL, the sea freight rate is much cheaper than 40FCL.

Delivery Time: 15-35 days after receiving LC or deposit 30%
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